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be used as warning signals in the manner prescribed above, in lieu of
flares.
At least three red flags, not less than sixteen inches square, with
standards, these flags in case of breakdown between sunrise and sun-
down shall be placed immediately, one flag 100 feet directly in the
rear of the said motor vehicle, one flag 100 feet directly in front of
the vehicle, and one flag on the left side of the vehicle. (Filed, sec-
retary state's office-October 5, 1937.)
Rule 63. No fuel tank or intake pipe on any motor vehicle shall pro-
ject beyond .the sides of the vehicle. No fuel tank or intake pipe on any
bus shall be located inside the bus body. (Filed, secretary state's office-
October 5, 1937,)
Rule 64. Brakes.-Every bus, truck, truck-trailer, and semi-trailer shall
be equipped with brakes adequate to control the movement of and to stop
and to hold such vehicle, including two separate means of applying the
brakes, each of which means shall be effective to apply the brakes to
at least two wheels. If these two separate means of applying the brakes
are connected in any way they shall be so constructed that failure of
any one part of the operating mechanism shall not leave the vehicle with-
out brakes on at least two wheels; Provided, That this rule shall not apply
to any semi-trailer vehicle the gross weight of which is less than 3,000
pounds. (Filed, secretary state's office-October 5, 1937.)
Rule 65. Lights.-General requirements as to lighting devices and re-
flectors shall be as follows:
1. (a) All lights shall be electric.
(b) Front clearance lamps, side marker lamps, rear clearance
lamps, and tail lamps, when lighted, shall be capable of being seen
and distinguished under normal atmospheric conditions during the
time when lights are required at a distance of 500 feet from the
front, side, and rear of the motor vehicle respectively.
(c) Stop lights shall be actuated upon the application of the serv-
ice (foot) brake and shall be capable of being seen and distinguished
for a distance of 100 feet to the rear of the motor vehicle in normal
daylight; but shall not project a glaring or dazzling light. The stop
light may be incorporated with the tail light.
(d) Clearance lamps and side marker lamps shall be so located
on the motor vehicle as to indicate, as nearly as the permanent struc-
ture thereof will permit, its extreme width and length. It is permis-
sible that adjacent clearance lamps and side marker lamps be com-
bined in a single mounting.
(e) No red or green light or reflector shall be displayed on, or be
visible from, the front of the motor vehicle,
2. (a) On every motor vehicle there shall be at least the following
lighting devices and reflectors:
On the front; two head lamps, one at each side;
On each side; one red reflector, at or near the rear, and
On the rear: one red tail lamp; one red or yellow stop light; and
two red reflectors, one at each side.


